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 Built Tuong Aik,  Malaysia 2003 

 Flag Panama 

 Call Sign HO--3136 

 Class B.V, Towing Vessel, Unrestricted 

 

 

 Length Overall 34.00 m 

 Beam Moulded 10.40 m 

 Depth Moulded 5.00 m 

 Draft: Designed  

 loaded 

 

3.80 m 

 

 

 GRT 396 tons 

 NRT 119 tons 

 DWT 285 tons 

 

 

 Main Engines 2 x CAT3512BITA 

 Break Horsepower 3,000 BHP 

 Generators 2 x 85 Kw Catepilar  3304B 

415/3 50 Hz 

 Propulsion Twin fixed pitch in Kort nozzles 

 Bow Thruster 3 T thrust 355 BHP               

 

 

 Maximum Speed 12 knots 

 Range Min. 6000 NM Free Running 

 

 Bollard Pull 42 tons 

 Towing Winch 80T brake electric  

hydraulic Pull 40T / 5 m min 

 Anchor windlass Electric 3.0 tons@ 10m/min – 

24mm x 275m chain 

 Anchors 2 x 550 kg 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Marine Gas Oil 195 tons 

 Fresh water 77 tons 

 Ballast water 43 m
3

 

 Lube Oil 1 ton 

 

 

 Radar Sperry Marine  

Bridge Master 

 G.P.S JMC GP-200 

 Compass SR150PPK 

 Navtex JRC NCR-330 

 Gyro Compass Yokogawa MKM022 

 V.H.F. 2 nos. 

 GMDDS JRS Area A3 

 S.S.B  Globe wireless Email 

 Inmarsat ‘C’ Equipped 

 AIS JRC JHS-180 

 Autopilot TMQ Bosum AP9 

 Echo Sounder JRC J-582 

 ECDIS Maris 900 FPC MK10 

 

 

 Life Rafts 2 x 15 men inflatable life 

raft 

 

 

 Cabins 2 X 1 

 2 x 2 

 2 x 4 

 

 

Sewage Treatment Plant 

Reel with spare tow wire 
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